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(57) ABSTRACT

An electromagnetic wave generator for outputting wideband
electromagnetic waves, including terahertz (THz) band
waves, and for controlling wavelengths of the output electro-
magnetic waves and an optical shutter are provided. The
electromagnetic wave generator includes two electrodes that
separately face each other, a chargeable particle disposed
between the two electrodes, and a chamber disposed to sur-
round the chargeable particle between the two electrodes.
When DC voltages are applied to the two electrodes to gen-
erate an electric field between the two electrodes, the charge-
able particle may be charged. Then, the chargeable particle
reciprocates between the two electrodes to generate the elec-
tromagnetic waves. A wavelength of the output electromag-
netic wave may be controlled by adjusting a potential differ-
ence between the two electrodes.
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ELECTROMAGNETIC WAVE GENERATOR
AND OPTICAL SHUTTER USING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority from Korean Patent Appli-
cation No. 10-2011-0055914, filed on Jun. 10, 2011, Korean
Patent Application No. 10-2011-0076994, filed on Aug. 2,
2011, and Korean Patent Application No. 10-2012-0054455,
filed on May 22, 2012, in the Korean Intellectual Property
Office, the disclosures of which are incorporated herein by
reference in their entireties.

BACKGROUND

1. Field

The present disclosure relates to electromagnetic wave
generators and optical shutters, and more particularly, to elec-
tromagnetic wave generators that may generate wideband
electromagnetic waves, including waves having frequencies
within the THz band, and which may control wavelengths of
output electromagnetic waves, and optical shutters operating
in a similar manner as the electromagnetic wave generators.

2. Description of the Related Art

Terahertz electromagnetic waves (hereinafter, referred to
as terahertz waves) are electromagnetic waves generally hav-
ing a frequency within the frequency band of between about
0.1 THz and about 10 THz. The terahertz waves may easily
propagate through many materials through which micro-
waves or light waves may not propagate, and the terahertz
wave may also be absorbed by moisture. Therefore, terahertz
waves are increasingly being considered important for poten-
tial uses in various technical fields, such as medical, chemi-
cal, military, biological, environmental, and information
communication fields. However, since apparatuses for reli-
ably generating electromagnetic waves in the terahertz band
have not been sufficiently developed, research into new tera-
hertz generators is actively being conducted.

For example, certain types of terahertz generators, such as
those using a solid state laser having non-linear crystals and
terahertz generators of electromagnetic induction type using
coils or magnets have been developed. However, the types of
terahertz generators that have been developed thus far are
limited. For example, these generators may only generate
terahertz waves of a certain wavelength, or a usable band of
the output terahertz waves may be too narrow to be applied to
various fields. For example, terahertz waves of various wave-
lengths are necessary to perform tomographies of different
organs (i.e., heart, blood vessels, stomach, etc.) in the human
body, and the conventional terahertz generator may not sat-
isfy this need. In addition, many of the conventional terahertz
generators consume an excessive amount of power.

SUMMARY

Provided are wideband electromagnetic wave generators
which capable of controlling wavelengths of output electro-
magnetic waves.

Provided are optical shutters that may be opened and/or
closed at a high speed.

Additional aspects will be set forth in part in the description
which follows and, in part, will be apparent from the descrip-
tion, or may be learned by practice of exemplary embodi-
ments described herein.

According to an aspect of one or more exemplary embodi-
ments, an electromagnetic wave generator is provided. The
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electromagnetic wave generator includes: a first electrode and
a second electrode that faces the first electrode; at least one
chargeable particle disposed between the first electrode and
the second electrode; and a chamber disposed to surround the
chargeable particle between the first electrode and the second
electrode, wherein the chargeable particle moves between the
first electrode and the second electrode to generate at least one
electromagnetic wave when at least one voltage is applied to
each of the first electrode and the second electrode.

The chargeable particle may be disposed in an inner space
of the chamber, each of the first and second electrodes is
positioned at a respective end portion of the chamber such
that the inner space of the chamber is sealed, and the inner
space of the chamber may be in a vacuum state or is filled with
a noble gas.

The electromagnetic wave generator may further include a
housing surrounding an outer portion of the chamber.

A space between the chamber and the housing may bein a
vacuum state.

The chamber may be formed from an insulating material
such that the first electrode and the second electrode are
electrically insulated from each other, and the chamber may
be configured to transmit the one or more electromagnetic
waves generated by the movement of the chargeable particle.

A first direct current (DC) voltage may be applied to the
first electrode, and a second DC voltage that is different from
the first DC voltage may be applied to the second electrode.

Each of the first electrode and the second electrode may be
flat, and a respective diameter of each of the first and second
electrodes may be greater than a diameter of the chamber.

Each of the first and second electrodes may have a respec-
tive concave paraboloid surface, and the paraboloid surfaces
of'the first and second electrodes may be disposed to face each
other.

One of the first and second electrodes may be a flat type
electrode, and the other of the first and second electrodes may
have a concave paraboloid surface facing the chargeable par-
ticle.

The chargeable particle may be formed of a conductive
material that is electrically charged.

The chargeable particle may include a conductive core that
is electrically charged and an insulating shell surrounding the
conductive core.

The chargeable particle may be one of a particle that
remains in a charged state independent of the application of
one or more voltages to the first and second electrodes, and a
particle that is charged only when at least one voltage is
applied to each of the first and second electrodes and is
discharged when the application of the at least one voltage is
stopped.

When the at least one voltage is applied to each of the first
and second electrodes, an attractive electric force which acts
upon the chargeable particle may be generated between the
first and second electrodes.

A strength of the electric force F generated between the
first and second electrodes may be expressible as the follow-
ing equation,

v v @ -a) - PIE,
Or 27 (h-s)? 53
3 3 3
D6 —ah) - b1E, )
(h—s) i
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-continued

_ 3k30°
r= (K2 + 263)0° + 2(kr — 53)a3

where

2alb—a)or;  dloy + Vo
V= +

€ok2 €oK3

Q denotes an effective charge of the chargeable particle, s
denotes a distance between the first electrode and the charge-
able particle, h is a distance between the first and second
electrodes, a is a radius of the conductive core, b is a radius of
the insulating shell, E, is a magnitude of an electric field
generated between the first and second electrodes, o, denotes
a charge density of the conductive core, 0, denotes a charge
density of the insulating shell, &; is a dielectric constant of
free space, K, is a dielectric constant of the insulating shell,
and K, is a dielectric constant of a region outside of the
chargeable particle and inside of the chamber.

The chamber may be a cylinder or a polygonal tube.

According to another aspect of one or more exemplary
embodiments, an electromagnetic wave generator array
includes a plurality of electromagnetic wave generators.

The plurality of electromagnetic wave generators may be
arranged as a ring type array.

The electromagnetic wave generator array may further
include an electromagnetic wave shielding film disposed in
the ring type array.

Each of the plurality of electromagnetic wave generators
may operate in synchronization with each other.

According to another aspect of one or more exemplary
embodiments, an optical shutter includes: a first electrode and
a second electrode that separately face each other; at least one
chargeable particle disposed between the first electrode and
the second electrode; a chamber disposed to surround the
chargeable particle between the first electrode and the second
electrode; and an opening formed in a center portion of the
first electrode so as to transmit light, wherein the chargeable
particle reciprocates between the first electrode and the sec-
ond electrode to repeatedly block or transmit incident light
when at least one voltage is applied to each of the first elec-
trode and the second electrode.

The first electrode may be formed of an opaque conductive
material, and the second electrode may be formed of a trans-
parent conductive material.

A radius of the opening may be shorter than a radius of the
chargeable particle.

The optical shutter may further include a transparent win-
dow arranged to in the opening.

The first electrode may have a concave surface such that the
chargeable particle may be mountable on the opening.

An inner wall of the chamber may be coated with a reflec-
tive material.

The chamber may be formed of a reflective material.

The chamber may be formed of an insulating material such
that the first electrode and the second electrode are electri-
cally insulated from each other.

The opening may have a circular shape or a polygonal
shape.

According to another aspect of one or more exemplary
embodiments, an optical shutter array includes a plurality of
the optical shutters.
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The plurality of optical shutters may be arranged in a
matrix array having columns and rows.

Each of the plurality of optical shutters may share a com-
mon second electrode, and each of the plurality of optical
shutters may have a separate respective first electrode.

The optical shutter array may further include an opaque
insulator disposed between the respective first electrodes of
each of the plurality of optical shutters.

According to another aspect of one or more exemplary
embodiments, an optical shutter includes: a first electrode and
a second electrode that separately face each other; at least one
chargeable particle disposed between the first electrode and
the second electrode; and a chamber disposed to surround the
chargeable particle between the first electrode and the second
electrode, wherein each of the first and second electrodes
comprises a transparent conductive material formed as a flat
plate, an inner wall of the chamber has a reflectivity, and an
intensity of propagating light is adjustable by controlling an
application of a voltage to each of the first and second elec-
trodes so as to control a frequency of an electromagnetic wave
generated by a movement of the chargeable particle between
the first and second electrodes arising from the application of
voltage.

The chamber may be formed of a reflective metal, and the
optical shutter may further include a first insulating material
disposed between the chamber and the first electrode and a
second insulating material disposed between the chamber and
the second electrode.

The chamber may be formed of a reflective dielectric mate-
rial, or a reflective coating layer may be formed on an inner
wall of the chamber.

A surface of the chargeable particle may have a reflectivity.

The optical shutter may further include a transparent first
substrate on which the first electrode is disposed and a trans-
parent second substrate on which the second electrode is
disposed.

The optical shutter may further include a color filter dis-
posed on the second substrate.

The optical shutter may further include a color filter dis-
posed on the second electrode.

The inner wall of the chamber, which has the reflectivity,
may be formed as a paraboloid surface.

According to another aspect of one or more exemplary
embodiments, an optical shutter includes: a first electrode and
a second electrode that separately face each other; at least one
chargeable particle disposed between the first electrode and
the second electrode; and a chamber disposed to surround the
chargeable particle between the first electrode and the second
electrode, wherein the first electrode comprises an opaque
conductive material formed as a flat plate and having an
opening, through which light is transmittable, on a center
portion, the second electrode comprises a transparent con-
ductive material formed as a flat plate, an inner wall of the
chamber has reflectivity, and an intensity of propagating light
is adjustable by controlling an application of a voltage to each
of'the first and second electrodes so as to control a frequency
of an electromagnetic wave generated by a movement of the
chargeable particle between the first and second electrodes
arising from the application of voltage.

BRIEF DESCRIPTION OF THE DRAWINGS

These and/or other aspects will become apparent and more
readily appreciated from the following description of exem-
plary embodiments, taken in conjunction with the accompa-
nying drawings in which:
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FIG. 1 is a schematic diagram of an electromagnetic wave
generator according to an exemplary embodiment;

FIG. 2 is a schematic cross-sectional view of the electro-
magnetic wave generator of FIG. 1;

FIG. 3 is an exemplary view of an electric field generated
between two electrodes of the electromagnetic wave genera-
tor shown in FIG. 1;

FIG. 4 is a schematic diagram of an electromagnetic wave
generator according to another exemplary embodiment;

FIG. 5 is an exemplary view of an electric field generated
between two electrodes of the electromagnetic wave genera-
tor shown in FIG. 4;

FIG. 6 is a schematic diagram of an electromagnetic wave
generator according to another exemplary embodiment;

FIG. 7 is a diagram of an example of a chargeable particle
disposed between two electrodes of an electromagnetic wave
generator according to one or more exemplary embodiments;

FIGS. 8A and 8B are exemplary views illustrating a prin-
ciple of oscillating the chargeable particle between two elec-
trodes in the electromagnetic wave generator according to
one or more exemplary embodiments;

FIG. 9 is a diagram illustrating an exemplary operation of
the electromagnetic wave generator according to one or more
exemplary embodiments;

FIG. 10 is a graph showing a positional variation of a
chargeable particle as a function of time resulting from a use
of an electromagnetic wave generator according to one or
more exemplary embodiments;

FIG. 11 is a graph showing a velocity variation of the
chargeable particle as a function of time resulting from a use
of an electromagnetic wave generator according to one or
more exemplary embodiments;

FIG. 12 is a graph showing an intensity profile of an elec-
tromagnetic wave generated by the chargeable particle result-
ing from a use of an electromagnetic wave generator accord-
ing to one or more exemplary embodiments;

FIG. 13 is a diagram of an array which includes a plurality
of electromagnetic wave generators according to an exem-
plary embodiment;

FIGS. 14A and 14B are schematic diagrams respectively
showing a structure and operations of an optical shutter
according to an exemplary embodiment;

FIGS. 15A and 15B are, respectively, a schematic plan
view and a schematic cross-sectional view of an optical shut-
ter array which includes a plurality of optical shutters accord-
ing to an exemplary embodiment;

FIG. 16 is a schematic diagram showing a structure of an
optical shutter according to another exemplary embodiment;

FIG. 17 is a schematic diagram illustrating operations of
the optical shutter shown in FIG. 16;

FIG. 18 is a schematic diagram showing a structure of an
optical shutter according to another exemplary embodiment;

FIG. 19 is a schematic diagram showing a structure of an
optical shutter according to another exemplary embodiment;
and

FIG. 20 is a schematic diagram showing a structure of an
optical shutter according to another exemplary embodiment.

DETAILED DESCRIPTION

Reference will now be made in detail to exemplary
embodiments, examples of which are illustrated in the
accompanying drawings, wherein like reference numerals
refer to like elements throughout. In this regard, the exem-
plary embodiments may have different forms and should not
be construed as being limited to the descriptions set forth
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herein. Accordingly, the exemplary embodiments are merely
described below, by referring to the figures, to explain aspects
of the present disclosure.

FIGS. 1 and 2 respectively are a perspective view and a
cross-sectional view schematically showing a structure of an
electromagnetic wave generator 10 according to an exem-
plary embodiment. Referring to FIGS. 1 and 2, the electro-
magnetic wave generator 10 includes alower electrode 11 and
an upper electrode 12 that separately face each other, a
chargeable particle 14 disposed between the lower and upper
electrodes 11 and 12, and a chamber 13 disposed to surround
the chargeable particle 14 between the lower and upper elec-
trodes 11 and 12. Therefore, the chargeable particle 14 may
be disposed in an inner space 20 of the chamber 13, and the
lower and upper electrodes 11 and 12 are disposed respec-
tively on lower and upper portions of the chamber 13 to seal
the inner space 20 of the chamber 13.

There may be no other charged particle or gas except for the
chargeable particle 14 in the inner space 20 of the chamber 13.
Accordingly, the inner space 20 may be maintained in a
vacuum state. Otherwise, a noble gas, such as, for example,
helium (He), neon (Ne), argon (Ar), krypton (Kr), or xenon
(Xe), or a gas which would restrain electric discharge of the
chargeable particle 14, such as, for example, sulfur hexafluo-
ride (SFy), may be used to fill in the inner space 20. In order
to maintain the inner space 20 of the chamber 13 in a vacuum
state or a noble gas atmosphere, the electromagnetic wave
generator 10 may further include a housing 15 surrounding an
outer portion of the chamber 13. A space 30 between the
housing 15 and the chamber 13 may be maintained in a
vacuum state.

The chamber 13 may be formed from an insulating mate-
rial so that the lower and upper clectrodes 11 and 12 are
electrically insulated from each other. In addition, the cham-
ber 13 may be formed from a material through which elec-
tromagnetic waves that are generated by movements of the
chargeable particle 14 may propagate. Any kind of material
that satisfies the above two conditions may be used to formthe
chamber 13. In FIG. 1, the chamber 13 is formed as a cylinder;
however, exemplary embodiments are not limited thereto. For
example, the chamber 13 may be formed as a polygonal tube,
such as a prism or a hexahedron. In addition, FIG. 1 shows
that there is one chargeable particle 14 in the chamber 13;
however, exemplary embodiments are not limited thereto. For
example, a plurality of chargeable particles 14 may be dis-
posed in the chamber 13.

The lower and upper electrodes 11 and 12 are disposed to
provide an electric field in the inner space 20 of the chamber
13. For example, when a voltage V. is applied to the upper
electrode 12 and a voltage V; is applied to the lower electrode
11, the electric field is generated between the upper electrode
12 and the lower electrode 11. When V >V, , the electric field
is directed from the upper electrode 12 toward the lower
electrode 11. When the chargeable particle 14 is charged, the
chargeable particle 14 moves as aresult ofthe electric field. In
particular, in order to cause the chargeable particle 14 to move
stably in an up and down direction without causing collisions
between the chargeable particle 14 and the inner walls of the
chamber 13, the electric field may be generated in the inner
space 20 of the chamber 13 in parallel with the inner walls of
the chamber 13. To do this, each respective diameter of the
lower and upper electrodes 11 and 12 may be greater than a
diameter of the chamber 13. As shown in FIG. 3, the electric
field generated between the two parallel flat electrodes 11 and
12 is not parallel at edges of the lower and upper electrodes 11
and 12, and becomes more parallel toward center portions of
the lower and upper electrodes 11 and 12. Therefore, a diam-
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eter of the chamber 13 may be selected to be equal to a
diameter D of a region where the electric field is approxi-
mately parallel. In this manner, the chargeable particle 14
may be forced to remain in a center portion of the chamber 13.
However, if another unit for forcing the chargeable particle 14
to remain in the center portion of the chamber 13 can be used,
the respective diameters of the lower and upper electrodes 11
and 12 may be equal to the diameter of the chamber 13.

Although the lower and upper electrodes 11 and 12 are
formed as flat panels in FIGS. 1 through 3, the lower and
upper electrodes 11 and 12 may have other shapes that pre-
vent the chargeable particle 14 from colliding with the inner
wall of the chamber 13. For example, as shown in FIG. 4, an
electromagnetic wave generator according to another exem-
plary embodiment may include each of the electrodes 11 and
12 respectively formed as having a curved shape. The two
electrodes 11 and 12 are disposed so that respective concave
surfaces face each other. In this case, an electric field curved
inwardly toward a center portion may be formed in the cham-
ber 13 as shown in FIG. 5. Due to the inward curvature of the
electric field, the chargeable particle 14 that is disposed
within the center portion of the chamber 13 is unlikely to
move outward. Therefore, the chargeable particle 14 is
unlikely to collide with the inner wall of the chamber 13.

In addition, as shown in FIG. 6, one of the two electrodes
11 and 12 may be formed flat and the other may be formed in
a paraboloid shape. In FIG. 6, the lower electrode 11 is
formed to have a paraboloid shape and the upper electrode 12
is formed flat; however, the electrodes 11 and 12 may be
arranged in an opposite way. That is, the lower electrode 11
may be formed flat and the upper electrode 12 may be formed
in a paraboloid shape. Between the two electrodes 11 and 12,
one having the paraboloid shape is disposed so that the con-
cave paraboloid surface faces the chargeable particle 14.

The chargeable particle 14 may be formed from a conduc-
tive material that is electrically charged by positive or nega-
tive electric charges. For example, the chargeable particle 14
may be formed from a metal material such as, for example,
aluminum (Al). The chargeable particle 14 may be always
charged, or may be charged only when the voltages are
applied to the lower and upper electrodes 11 and 12. The
chargeable particle 14 may be formed as a single sphere. For
example, chargeable metal spheres may be used as the
chargeable particle 14, and moreover, ionized atoms may be
used as the chargeable particle 14.

Also, as shown in FIG. 7, the chargeable particle 14 may
have a core-shell structure including a conductive core 14a
and an insulating shell 145. For example, the core 14a may be
formed from a conductive metal that is easily charged, such
as, for example, Al, and the shell 145 surrounding the core
14a may be formed of an insulating material, such as, for
example, Al,O; or SiO,. If the chargeable particle 14 is
formed to have the core-shell structure, when the moving
chargeable particle 14 approaches to the two electrodes 11
and 12, the shell 145, which has insulating properties, directly
contacts the electrodes 11 and 12 instead of the core 14a,
which has conductivity, and thus, electric leakage may be
prevented. Therefore, power consumption of the electromag-
netic wave generator 10 may be reduced.

Hereinafter, operations of the electromagnetic wave gen-
erator 10 according to one or more exemplary embodiments
will be described in detail.

Before applying voltages to each of the two electrodes 11
and 12 of the electromagnetic wave generator 10, the charge-
able particle 14 may be positioned on a surface of the lower
electrode 11 due to gravity. At this point, the chargeable
particle 14 may not be electrically charged. Therefore, initial
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voltages are applied to each of the two electrodes 11 and 12 in
order to charge the chargeable particle 14 at an initial stage of
operating the electromagnetic wave generator 10. For
example, if the core 14a of the chargeable particle 14 is
formed from Al, the voltages are applied to the electrodes 11
and 12 so that a potential difference between the electrodes 11
and 12 may be approximately equal to 700V or greater. [fthe
voltage V applied to the lower electrode 11 is 0V, the voltage
V rapplied to the upper electrode 12 may be approximately
equal to 700 V or greater. For example, the applications of
these initial voltages may cause one electron to be ejected
from each of the Al atoms in the core 144, and as a result, the
ejected electrons flow through the upper electrode 12. There-
fore, the chargeable particle 14 is charged by positive charges.
If the chargeable particle 14 is charged prior to the respective
voltage applications to the electrodes 11 and 12 and the
charged state may be maintained, the initializing process may
not be necessary. However, if the chargeable particle 14
becomes charged only when the voltages are applied to the
electrodes 11 and 12 and is discharged when the voltage
application is stopped, the above initializing process may be
necessary.

Once the chargeable particle 14 is in the charged state, an
appropriate direct current (DC) voltage may be applied
respectively to the electrodes 11 and 12 according to a desired
wavelength of the output electromagnetic waves. For
example, the voltages applied to the electrodes 11 and 12 may
satisfy V>V ;. Then, the electric field is generated from the
upper electrode 12 toward the lower electrode 11, and the
chargeable particle 14 that is charged may oscillate between
the lower and upper electrodes 11 and 12. The principles
governing the oscillation of the chargeable particle 14
between the lower and upper electrodes 11 and 12 may be
mathematically described as follows.

First, it is assumed that the two electrodes 11 and 12 are flat
type electrodes that are arranged in parallel with each other,
and the chargeable particle 14 has the core-shell structure
illustrated in FIG. 7 and is disposed between the two elec-
trodes 11 and 12. The core 14a of the chargeable particle 14
has a radius a and a charge density o,, and the shell 145 has a
radius b and a charge density o,. In addition, the distance
between the two electrodes 11 and 12 is h, and the chargeable
particle 14 is located at a height s from the upper electrode 12.
In addition, the voltage V ,-is applied to the upper electrode 12
and the voltage V; is applied to the lower electrode 11, and it
is assumed that V>V, and V>0 for convenience of descrip-
tion (however, actually, V=<0 may be satisfied). An electric
field B, is generated between the upper electrode 12 and the
lower electrode 11.

Then, an electric potential V, in a region (r=a) in the core
14a, an electric potential V, in a region (a<r=b) in the shell
145, and an electric potential V; in a region (r>b) outside the
chargeable particle 14 may be calculated as follows by using
Laplace’s equation V>V=0 and a boundary condition.

Vi=Ve+a+E(h-s),r<a (1)

aSyEpcose 2

A
Va(r, 0):VL+ﬁ+Ep(h—s+yr0050)—7— -3

a<r=b
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-continued
Vs(r, 0) = (3
b —a®) - B*1E cos0
VL + Ep(h—s+ rcosf) + Y + w +C,
r IS
r>b

In Equations 1 through 3 above, o, 3, v, A, and v are defined
as follows.

alb-—a)or, aloy +bro, 4)

begiy begis

ab-a)o, doy +bo,

begir

B=

begks

_ 330
v= (ky + 2k3)D3 + 2Ky — K3)0’

a*oy

= s
€k
2 2
2ab-a)o) a“oy +bop
v= +

€0K2

€0K3

Equations 1 through 4 above are expressed by using spheri-
cal coordinate systems in which a center of the chargeable
particle 14 is an origin. Therefore, in each of Equations 1
through 4, r denotes a radial distance from the center of the
chargeable particle 14, and 0 denotes an angular elevation
with respect to a vertical axis (Z-axis). In Equation 3, C
denotes an arbitrary constant for satisfying a boundary con-
dition. In Equation 4, &, is a dielectric constant of free space,
K, is adielectric constant of the shell 145, and k4 is adielectric
constant of the inner space 20 of the chamber 13, that is, an
outer region of the chargeable particle 14.

In addition, an electric displacement D; of the outer region
of the chargeable particle 14 may be obtained using Equation
5 below by using the electric potential V; of the outer region
of the chargeable particle 14.

D;(r0)=—Eok3VV3(1,6)

®
Based on the foregoing, the charge density o,,, on the
surface of the upper electrode 12 and the charge density o,
onthe surface ofthe lower electrode 11 that are induced by the
electric displacement D, are obtained by applying the follow-

ing Equations 6 and 7. Equations 6 and 7 are expressed in a

polar coordinate system, and p=Vx*+y.

3y? - a®) — L 1E,s* (6)
(02 +s2)7
Tiup(0, 5) = —€0K3 s 5 5
vs— [y’ —a’) - V’]E,
W+ E"}
(7

{3[y(b3 —-a) = 1E,(h—s5)*
[0 +(h =571

vih=s)+ [y -&*) - P*IE,
[0 + (h =571

Tipp (P, 5) = €0k
-E

)

Total charges Q,,induced on the surfaces of the upper and
lower electrodes 11 and 12 may be expressed as Q,;=Q
Qy» in which Q,,,, is the total charges induced on the upper
electrode 12 and Q,, is the total charges induced on the lower
electrode 11. Q,, may be calculated as follows.

iup+

O;7=4nEoK 3V
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The charges induced on the surfaces of the lower and upper
electrodes 11 and 12 may apply force to the chargeable par-
ticle 14 by an interaction with the chargeable particle 14 that
is charged. When it is assumed that the force applied to the
chargeable particle 14 by the charges induced on a surface S,
of the upper electrode 12 is F, and the force applied to the
chargeable particle 14 by the charges induced on a surface S,
ofthe lower electrode 11 is F,, the entire force F applied to the
chargeable particle 14 may be expressed by the following
Equation 9.

F=F +F
1

=——Qrde1dS1+de2dS2
2 51 52

In Equation 9, E,; denotes the electric field at the upper
electrode 12 and E, denotes the electric field at the lower
electrode 11, and Q; is effective charges of the chargeable
particle 14 and satisfies a relation Q,;=-Q,,. From Equation 9
above, the following Equations 10 through 12 may be
obtained.

®

Orfv W -a)-bIE (10)
f ”ZT{E g —Ep}
Oy -a)-PIE, v (D
F2= ZT{ Ah—sy T Ah-s)? _E"}
{ v v [y@* -a*) - b*1E, (12)
- - +
or s2 (h—s)? 3
F:ezﬁ

3 3 3
b® -a)-bNE,
(h-s? v

In Equations 10 through 12 above, e, denotes a unit vector
in a Z-axis direction. The result of Equation 12 above is
obtained in consideration only of an electromagnetic force
applied to the chargeable particle 14. When an effect of grav-
ity acting on the chargeable particle 14 is taken into consid-
eration, the entire force F - applied to the chargeable particle
14 may be expressed by the following Equation 13.

v v [)/(b3 —a3)—b3]Ep (13)
0\ s * E *
Fr=e,—
16 ' -a®) - PIE, .
T h-sprfTeTE

Referring to Equations 6, 7, and 13, density of electric
charges induced onto surfaces of the upper electrode 12 and
the lower electrode 11 varies depending on a location of the
chargeable particle 14, and thus, an attractive force or a repul-
sive force may be dominantly applied to the chargeable par-
ticle 14. For example, it is assumed that a direction of the
electric field Ep is formed toward the lower electrode 11 from
the upper electrode 12 and the chargeable particle 14 is
charged to have the positive polarity. Negative charges are
distributed on an upper hemisphere of the chargeable particle
14, and positive charges are distributed on a lower hemisphere
of'the chargeable particle 14 due to a depolarization field, and
total sum of the charges at the both hemispheres becomes
positive. In addition, the negative charges are also distributed
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on the surface of the upper electrode 12. When the chargeable
particle 14 is apart from the upper electrode 12, a density of
the charges induced on the surface of the upper electrode 12
becomes lower. When the chargeable particle 14 is close to
the upper electrode 12, the density of the charges induced on
the surface of the upper electrode 12 becomes higher.

Therefore, when the chargeable particle 14 is apart a pre-
determined distance or farther from the upper electrode 12
(region A), as shown in FIG. 8A, the attractive force between
the entire charges (q>0) of the chargeable particle 14 and the
upper electrode 12 becomes dominant. Consequently, the
chargeable particle 14 moves toward the upper electrode 12.
However when the chargeable particle 14 approaches to the
upper electrode within a predetermined distance or less (re-
gion B), the density of the negative charges induced on the
surface of the upper electrode 12 increases, and as shown in
FIG. 8B, a repulsive force becomes dominant due to the
negative charges induced on the surface of the upper electrode
12 and the negative charges distributed on the upper hemi-
sphere of the chargeable particle 14. Then, the chargeable
particle 14 becomes apart from the upper electrode 12. In this
principle, the chargeable particle 14 oscillates while recipro-
cating between the region A and the region B. When the
chargeable particle 14 that is charged oscillates, electromag-
netic waves are generated as shown in FIG. 9.

A computer simulation of the movement of the chargeable
particle 14 was performed using the above mathematical
results. In the simulation, it was assumed that the core 14a is
formed of Al and the shell 144 is formed of aluminum oxide
(AL,O;). In addition, a space between the lower and upper
electrodes 11 and 12, that is, the inner space of the chamber
13, was maintained in a vacuum state. Also, the following
design values were assumed.

Dielectric constant of the shell 145=6

Radius a of the core 144=25 nm

Thickness (b-a) of the shell 145=2 nm

Distance h between the lower and upper electrodes 11 and

12=10 mm

Voltage V; applied to the lower electrode 11=0V

Voltage V rapplied to the upper electrode 12=16kV and 32

kV

Charge density o,

(C=Coulombs)

Charge density o, of the shell 145=0 nC/m?>

Mass density of the core 14a=2700 kg/m?

Mass density of the shell 145=3800 kg/m®

FIGS. 10 through 12 are graphs showing the results of the
computer simulation. FIG. 10 is a graph showing a position
variation of the chargeable particle 14 as a function of time,
and FIG. 11 is a graph showing a velocity variation of the
chargeable particle 14 as a function of time. As shown in the
graphs of FIGS. 10 and 11, the chargeable particle 14 oscil-
lates reciprocally between the lower and upper electrodes 11
and 12. In FIGS. 10 and 11, Ep=1.6 GV/m corresponds to
V=16 kV, and Ep=3.2 GV/m corresponds to V,=32 kV. As
shown in FIGS. 10 and 11, when the voltage applied to the
upper electrode 12 increases, the oscillating frequency of the
chargeable particle 14 increases and a moving velocity also
increases.

As described above, when the chargeable particle 14 that is
charged oscillates reciprocally between the lower and upper
electrodes 11 and 12, electromagnetic waves are generated
from the chargeable particle 14. The electromagnetic waves
may propagate in a direction perpendicular to the movement
direction of the chargeable particle 14. Because the electro-
magnetic waves are generated twice while the chargeable
particle 14 reciprocates between the two electrodes 11 and 12

of the core 14a=100 C/m?
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once, the frequency of the electromagnetic waves may be
equal to twice the oscillating frequency of the chargeable
particle 14. F1G. 12 is a graph showing an exemplary intensity
profile of the electromagnetic wave generated from the
chargeable particle 14 when V=32 kV.

The oscillating frequency of the chargeable particle 14 may
be adjusted by controlling the voltages applied to the elec-
trodes 11 and 12, and thus, the electromagnetic wave genera-
tor 10 according to one or more exemplary embodiments may
easily control the wavelength of the output electromagnetic
waves throughout a wide frequency range, including the tera-
hertz band. If the chargeable particle 14 is very small and
light, such as, for example, one or more atoms or electrons,
the chargeable particle 14 may oscillate very fast, and thus,
the electromagnetic wave generator 10 may emit light, as well
as the electromagnetic waves. In this case, the electromag-
netic wave generator 10 may be operable to perform as a laser
apparatus. For example, a plurality of chargeable and/or
charged vapor atoms may be employed to fill in the chamber
13 to fabricate the laser apparatus. In the chamber 13, one
chargeable particle 14 may not be disposed, but a plurality of
chargeable particles 14 may be disposed. Unless there are
excessive chargeable particles 14 in the chamber 13, phases
of'the electromagnetic waves or light emitted from each of the
chargeable particles 14 may be synchronized within a prede-
termined range to provide the coherent electromagnetic wave
or the light.

In addition, even if a high voltage is applied between the
two electrodes 11 and 12, electric current flowing through the
electrodes 11 and 12 is very weak, and thus, the electromag-
netic wave generator 10 according to one or more exemplary
embodiments has a reduced power consumption by compari-
son with conventional generators. In particular, when the
chargeable particle 14 has the core-shell structure, the leak-
age of electric current may be reduced, and thus, the power
consumption of the electromagnetic wave generator 10 may
be further reduced.

One electromagnetic wave generator 10 may be used; how-
ever, a plurality of electromagnetic wave generators 10 may
be used together. FIG. 13 is a diagram showing an electro-
magnetic wave generator array 100, including a plurality of
electromagnetic wave generators 10, according to an exem-
plary embodiment. In FIG. 13, the electromagnetic wave
generator array 100 may include the plurality of electromag-
netic wave generators 10 that are arranged as a ring type array,
with each of the plurality of generators 10 having the same
radius. However, the arrangement shown in FIG. 13 is an
example, and the plurality of electromagnetic wave genera-
tors 10 may be arranged in arrays of various forms. When the
plurality of electromagnetic wave generators 10 in the elec-
tromagnetic wave generator array 100 are operated in syn-
chronization with each other, a large output of electromag-
netic waves may be provided. Alternatively, the plurality of
electromagnetic wave generators 10 may be operated indi-
vidually in order to generate electromagnetic waves having
different phases and frequencies from each other simulta-
neously.

In the electromagnetic wave generator array 100 shown in
FIG. 13, an electromagnetic wave propagating into the ring
type array of the electromagnetic wave generators 10 may
interfere with an electromagnetic wave generated from
another electromagnetic wave generator 10. Therefore, as
shown in FIG. 13, a cylindrical electromagnetic wave shield-
ing film 110 may be disposed in the ring type array. In this
case, the electromagnetic wave propagating into the central
portion of the ring type array of the electromagnetic wave
generator array 100 may be blocked by the shielding film 110.



US 9,088,125 B2

13

Then, the electromagnetic wave propagating toward the outer
portion of the ring type array remains, and the interference
occurring between the electromagnetic waves generated from
the plurality of electromagnetic wave generators 10 may be
prevented.

In some exemplary embodiments, as described above, DC
voltages are applied to the lower and upper electrodes 11 and
12 of the electromagnetic wave generator 10. However, alter-
nating current (AC) voltages may be applied to the lower and
upper electrodes 11 and 12 such that the motion of the charge-
able particle 14 may be more complex. For example, when the
DC voltages are applied to the lower and upper electrodes 11
and 12, the chargeable particle 14 simply reciprocates
between the upper electrode 12 and the lower electrode 11.
However, when the AC voltages are applied to the lower and
upper electrodes 11 and 12, the chargeable particle 14 moves
complicatedly according to the voltages that are instanta-
neously changed. Accordingly, the intensity and frequency of
the electromagnetic wave output from the electromagnetic
wave generator 10 may vary complicatedly as a function of
time. Therefore, an electromagnetic wave having a frequency
that is instantaneously changed may be output by applying
the AC voltages having predetermined frequency to the elec-
tromagnetic wave generator 10.

The movement of the chargeable particle 14 may be
applied for manufacturing an optical shutter that may be
opened and closed at a high speed, as well as to the electro-
magnetic wave generator 10. FIGS. 14A and 14B are sche-
matic perspective views of an optical shutter 50 according to
an exemplary embodiment. Referring to FIGS. 14A and 14B,
the optical shutter 50 includes a lower electrode 51 and an
upper electrode 52 that separately face each other, a charge-
able particle 54 disposed between the lower and upper elec-
trodes 51 and 52, and a chamber 53 disposed to surround the
chargeable particle 54 between the lower and upper elec-
trodes 51 and 52. The lower electrode 51, the upper electrode
52, the chamber 53, and the chargeable particle 54 may
respectively be the same as or similar to the lower electrode
11, the upper electrode 12, the chamber 13, and the charge-
able particle 14 of the electromagnetic wave generator 10 as
described above. Hereinafter, additional features of the opti-
cal shutter 50 are provided.

The lower electrode 51 of the optical shutter 50 is formed
from an opaque conductive material, and includes an opening
55 through which light may propagate in a center portion
thereof. A radius of the opening 55 is shorter than a radius of
the chargeable particle 54, and is sufficiently large enough to
allow the light to propagate therethrough. For example, the
radius of the opening 55 may be greater than a wavelength of
the light. In FIGS. 17A and 17B, the opening 55 is circularly
formed; however, the opening 55 may be formed to have a
polygonal shape. The opening 55 may be filled with, for
example, a transparent window, in order to seal an inner space
of the chamber 53. The lower electrode 51 may have a con-
cave hemispherical surface or paraboloid surface so that the
chargeable particle 54 may be easily mounted on the opening
55. The upper electrode 52 may be formed from a transparent
conductive material, such as, for example, indium tin oxide
(ITO), aluminum zinc oxide (AZO), or indium zinc oxide
(IZO). An inner wall of the chamber 53 may be coated with a
material that reflects the light. Alternatively, the chamber 53
may be formed from the material that reflects the light.

In the structure described above with respect to FIGS. 14A
and 14B, when voltages are applied to the lower and upper
electrodes 51 and 52, the chargeable particle 54 reciprocates
between the lower and upper electrodes 51 and 52. In particu-
lar, as shown in FIG. 14B, when the chargeable particle 54
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blocks the opening 55 of the lower electrode 51, the light may
not propagate through the optical shutter 50. Because the light
is unlikely to propagate through a gap that is less than a
half-wave, the chargeable particle 54 may not completely fit
in the opening 55. In addition, as shown in FIG. 14A, when
the chargeable particle 54 is separated from the lower elec-
trode 51, the light propagates through the optical shutter 50.
As the chargeable particle 54 approaches the upper electrode
52, the intensity of light propagating through the optical
shutter 50 may increase. Even when the chargeable particle
54 is located on an optical path, the light may propagate
between the inner wall of the chamber 53 and the chargeable
particle 54 through diffraction. As described above, the
chargeable particle 54 may reciprocate between the lower and
upper electrodes 51 and 52 at a relatively high velocity, and
the reciprocating speed may be controlled by the voltages
applied to the lower and upper electrodes 51 and 52. There-
fore, the optical shutter 50 may be opened and closed at a
relatively high speed with a desired frequency by controlling
the movement velocity of the chargeable particle 54. Accord-
ingly, the optical shutter 50 may be used as a high-speed
optical modulator of a three-dimensional (3D) image appa-
ratus that must operate at a high speed.

In one or more exemplary embodiments, the intensity of
the light propagating through the optical shutter 50 may be
adjusted by controlling the reciprocating velocity of the
chargeable particle 54. Because human vision has a limited
temporal resolution, the intensity of the light sensed by
human eyes may vary depending on the reciprocating veloc-
ity of the chargeable particle 54. For example, when compar-
ing a case in which the chargeable particle 54 blocks the
opening 55 once for 0.1 seconds with a case where the charge-
able particle 54 blocks the opening 55 a hundred times for 0.1
seconds, the sensed intensity of the light is greater in the latter
case. Color displays may be realized in the above-described
way. In one exemplary embodiment, red, green, and blue
lights are sequentially transmitted through the optical shutter
50, and the reciprocating velocity of the chargeable particle
54 is adjusted with respect to each color to realize desired
colors. Here, sequential transmission means that the red light
propagates through the optical shutter 50 for a time period of
At, the green light propagates through the optical shutter 50
for the time period of At, the blue light propagates through the
optical shutter 50 for the time period of At, and then, the
transmissions of the red, green, and blue lights through the
optical shutter 50 are repeatedly performed. The red, green,
and blue lights may be provided by sequentially turning on
and turning off each of the backlight units (not shown) cor-
responding to the red, green, and blue colors for the time
period At. The intensity of the light of a certain color may be
controlled by the number of blocks of the opening 55 when
the light of the certain color propagates through the optical
shutter 50 for the time period At. For example, if the opening
55 is blocked once while the backlight unit provides the green
light for At, the intensity of the green light is relatively strong,
and if the opening 55 is blocked a hundred times for At, the
intensity of the green light is relatively weak.

An optical shutter array may be configured by arranging a
plurality of optical shutters 50. FIGS. 15A and 15B are,
respectively, a schematic plan view and a schematic cross-
sectional view of an optical shutter array 200, including the
plurality of optical shutters 50, according to an exemplary
embodiment. As shown in FIG. 15A, the optical shutter array
200 may include the plurality of optical shutters 50 that are
arranged in a matrix array. One optical shutter 50 may open
and close or modulate the light corresponding to a pixel.
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FIG. 15B is a cross-sectional view of the optical shutter
array 200 taken along line A-A' of FIG. 15A. Referring to
FIG. 15B, the upper electrode 52 may be a common electrode
to all of the optical, shutters 50. Conversely, the lower elec-
trode 51 may be individually disposed in each of the optical
shutters 50. In addition, an opaque insulator 56 may be further
disposed between two adjacent lower electrodes 51. In this
case, each of the optical shutters 50 included in the optical
shutter array 200 may be individually opened and closed.
However, in another exemplary embodiment, the lower elec-
trode 51 may be a common electrode to all of the optical
shutters 50. In yet another exemplary embodiment, the plu-
rality of lower electrodes 51 shown in FIG. 15B may be
connected to a common power source. In the latter two cases,
all optical shutters 50 in the optical shutter array 200 may be
simultaneously opened and closed.

Similarly as described above with respect to an electro-
magnetic wave generator according to one or more exemplary
embodiments, the optical shutter may also include a plurality
of chargeable particles. FIG. 16 schematically shows a struc-
ture of an optical shutter 60 including a plurality of charge-
able particles according to another exemplary embodiment.
Referring to FIG. 16, the optical shutter 60 includes a lower
electrode 62 and an upper electrode 64 facing each other, a
plurality of chargeable particles 67 disposed between the
lower and upper electrodes 62 and 64, and a chamber 65
disposed to surround the plurality of chargeable particles 67
between the two electrodes 62 and 64. In particular, the lower
and upper electrodes 62 and 64 may be transparent electrodes
formed from a transparent conductive material, such as, for
example, [TO, AZO, or IZO. In addition, the lower electrode
62 may be formed as a flat plate on a transparent lower
substrate 61, and the upper electrode 64 may be formed as a
flat plate on a lower surface of a transparent upper substrate
63. However, the lower substrate 61 and the upper substrate
63 may be omitted.

The chamber 65 may be formed from a reflective material.
For example, the chamber 65 may be formed from a reflective
metal. In this case, an insulating material 66a may be dis-
posed between the chamber 65 and the lower electrode 62 in
order to insulate the lower electrode 62 from the upper elec-
trode 64, and an insulating material 665 may be also disposed
between the chamber 65 and the upper electrode 64. How-
ever, if the chamber 65 is formed from a reflective dielectric
material, the insulating materials 66a and 665 may be omit-
ted. Alternatively, a reflective coating layer may be formed on
an inner wall of the chamber 65 that is formed from an
insulating material.

The chargeable particle 67 may also be formed from a
reflective material. For example, the chargeable particle 67
may be a metal particle having reflectivity. Alternatively, the
chargeable particle 67 may be a core-shell type particle hav-
ing a conductive core and an insulating shell. In this case, the
insulating shell may be formed from a reflective material, or
a reflective coating layer may be formed on a surface of the
insulating shell. Instead, the chargeable particle 67 may
absorb the light.

In the optical shutter 60 shown in FIG. 16, when a voltage
is applied to the two electrodes 62 and 64, the chargeable
particles 67 oscillates while reciprocating between the two
electrodes 62 and 64 as shown in FIG. 17. At this time, an
intensity of the light propagating through the chamber 65
varies depending on an oscillating frequency of the charge-
able particles 67, and the oscillating frequency of the charge-
able particles 67 is controlled by a difference between volt-
ages applied to the two electrodes 62 and 64. For example, the
light emitted from the backlight unit is incident into the cham-
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ber 65 through the transparent lower substrate 61 and the
lower electrode 62, and is subsequently reflected by the inner
wall of the chamber 65 and the surfaces of the chargeable
particles 67 having the reflectivity so as to be transmitted to an
upper portion of the chamber 65 through the transparent
upper electrode 64 and the upper substrate 63. In particular, as
the oscillating frequency of the chargeable particles 67
increases, in conjunction with a corresponding increase in the
potential difference between the two electrodes 62 and 64, the
intensity of the light propagating through the chamber 65 may
also increase.

In addition, the optical shutter 60 shown in FIG. 16 may
operate as a transmission type shutter that alternately trans-
mits and blocks the light emitted from the backlight unit;
however, the optical shutter 60 may also operate as areflective
type shutter that alternately reflects and blocks external light
(for example, sunlight or light from an indoor lamp). For
example, as the oscillating frequency of the chargeable par-
ticles 67 increases, the light incident from the upper portion of
the chamber 65 and emitted toward the upper portion of the
chamber 65 by reflection from the chargeable particles 67 and
the inner wall of the chamber 65 may be increased. In this
case, the lower substrate 61 or the lower electrode 62 may be
formed from a reflective material.

The optical shutter 60 shown in FIG. 16 may realize colors
by emitting light of a certain color from the backlight unit.
When a general backlight unit emitting white light is used,
colors may be realized by using an optical shutter 60" having
a color filter as shown in FIG. 18. Referring to FIG. 18, the
optical shutter 60' may include a color filter 68 disposed on
the upper substrate 63. Other elements and operations of the
optical shutter 60" are similar as those of the optical shutter 60
shown in FIG. 16, as described above, except for the color
filter 68. FIG. 18 shows that the color filter 68 is disposed on
the upper substrate 63; however, the color filter 68 may be
disposed on the upper electrode 64 without forming the upper
substrate 63.

FIG. 19 schematically shows a structure of an optical shut-
ter 70 according to another exemplary embodiment. The opti-
cal shutter 70 of FIG. 19 has a similar structure to that of the
optical shutter 60 shown in FIG. 16, except that only one
chargeable particle 77 is included in the optical shutter 70. In
addition, the optical shutter 70 of FIG. 19 is different from the
optical shutter 60 of FIG. 16 in that the lower electrode 72 is
formed from an opaque conductive material having an open-
ing in a center portion thereof so that the light may be alter-
nately transmitted and blocked according to the position of
the chargeable particle 77. In addition, respective structures
and operations of a lower substrate 71, an upper substrate 73,
anupper electrode 74, a chamber 75, insulating materials 76a
and 765, and a color filter 78 may be similar as those of the
lower substrate 61, the upper substrate 63, the upper electrode
64, the chamber 65, the insulating materials 66a and 665, and
the color filter 68 described with reference to FIGS. 16 and
17. In the optical shutter 70 of FIG. 19, as the oscillating
frequency of the chargeable particles 77 increases, the inten-
sity of light propagating through the chamber 75 may also
increase.

FIG. 20 schematically shows a structure of an optical shut-
ter 80 according to another exemplary embodiment. In the
optical shutters that are described above, the reflective inner
wall ofthe chamber is formed in a vertical direction; however,
an inner wall of a chamber 85 in the optical shutter 80 shown
in FI1G. 20 is formed as paraboloid surface. Therefore, a lower
portion of the wall of the chamber 85 is thicker than an upper
portion of the wall of the chamber 85, and inside of the
chamber 85 has a narrow lower portion and a wide upper
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portion. In addition, respective structures and operations of a
lower substrate 81, a lower electrode 82, an upper substrate
83, an upper electrode 84, insulating materials 86a and 865,
chargeable particles 87, and a color filter 88 may be similar as
those of the lower substrate 71, the lower electrode 72, the
upper substrate 73, the upper electrode 74, the insulating
materials 76a and 765, the chargeable particles 77, and the
color filter 78 described with reference to FIG. 19.

In the exemplary embodiment shown in FIG. 20, the light
incident to the chargeable particle 87 from a backlight unit
(not shown) located beneath the optical shutter 80 is reflected
by the surface of the chargeable particle 87 and incident onto
the inner wall of the chamber 85. After that, the light is
reflected by the inner wall of the chamber 85, which is formed
as the paraboloid surface, and may be directed vertically
toward an upper portion of the chamber 85. Therefore, most
of the transmitted light may propagate frontward in the opti-
cal shutter 80 shown in FIG. 20, particularly by comparison
with the optical shutters described above with respect to other
exemplary embodiments, in which most of the light is ran-
domly scattered. The inner wall of the paraboloid surface may
be applied to the chamber 65 shown in FIGS. 16 and 18.

While exemplary embodiments have been particularly
shown and described, it will be understood by those of ordi-
nary skill in the art that various changes in form and details
may be made therein without departing from the spirit and
scope of the present inventive concept as defined by the
appended claims. It should be understood that the exemplary
embodiments described herein should be considered in a
descriptive sense only and not for purposes of limitation.
Descriptions of features or aspects within each embodiment
should typically be considered as available for other similar
features or aspects in other embodiments. Therefore, the
scope of the present inventive concept is defined not by the
detailed description but by the appended claims, and all dif-
ferences within the scope will be construed as being included
in the present disclosure.

What is claimed is:

1. An electromagnetic wave generator comprising:

a first electrode and a second electrode that faces the first

electrode;

at least one chargeable particle disposed between the first

electrode and the second electrode; and
a chamber disposed to surround the chargeable particle
between the first electrode and the second electrode,

wherein the at least one chargeable particle moves between
the first electrode and the second electrode such that a
movement of the at least one chargeable particle causes
a generation of at least one electromagnetic wave when
at least one voltage is applied to each of the first elec-
trode and the second electrode, and wherein the chamber
is configured such that the at least one electromagnetic
wave generated by the movement of the at least one
chargeable particle propagates from within the chamber
to an outside of the chamber.

2. The electromagnetic wave generator of claim 1, wherein
the at least one chargeable particle is disposed in an inner
space of the chamber, each of the first and second electrodes
is positioned at a respective end portion of the chamber such
that the inner space of the chamber is sealed, and the inner
space of the chamber is in a vacuum state or is filled with a
noble gas.

3. The electromagnetic wave generator of claim 1, further
comprising a housing surrounding an outer portion of the
chamber.
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4. The electromagnetic wave generator of claim 3, wherein
a space between the chamber and the housing is in a vacuum
state.

5. The electromagnetic wave generator of claim 1, wherein
the chamber is formed from an insulating material such that
the first electrode is electrically insulated from the second
electrode, and the chamber is configured to transmit the at
least one electromagnetic wave generated by the movement
of the at least one chargeable particle.

6. The electromagnetic wave generator of claim 1, wherein
a first direct current (DC) voltage is applied to the first elec-
trode, and a second DC voltage that is different from the first
DC voltage is applied to the second electrode.

7. The electromagnetic wave generator of claim 1, wherein
each of the first electrode and the second electrode is flat, and
arespective diameter of each of the first and second electrodes
is greater than a diameter of the chamber.

8. The electromagnetic wave generator of claim 1, wherein
each of the first and second electrodes has a respective con-
cave paraboloid surface, and the paraboloid surface of the first
electrode is disposed to face the paraboloid surface of the
second electrode.

9. The electromagnetic wave generator of claim 1, wherein
one of'the first and second electrodes is a flat type electrode,
and another of the first and second electrodes has a concave
paraboloid surface facing the at least one chargeable particle.

10. The electromagnetic wave generator of claim 1,
wherein the at least one chargeable particle comprises a con-
ductive material that is electrically charged.

11. The electromagnetic wave generator of claim 1,
wherein the at least one chargeable particle comprises a con-
ductive core that is electrically charged and an insulating shell
surrounding the conductive core.

12. The electromagnetic wave generator of claim 11,
wherein each of the at least one chargeable particle is one of
a particle that remains in a charged state independent of the
application of voltage to the first and second electrodes, and a
particle that is charged only when the at least one voltage is
applied to each of the first and second electrodes and is
discharged when the application of the at least one voltage is
stopped.

13. The electromagnetic wave generator of claim 11,
wherein when the at least one voltage is applied to each of the
first and second electrodes, an attractive electric force which
acts upon the at least one chargeable particle is generated
between the first and second electrodes.

14. The electromagnetic wave generator of claim 13,
wherein a strength of the electric force F generated between
the first and second electrodes is expressible as the following
equation,
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where
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Q denotes an effective charge of the at least one chargeable
particle, s denotes a distance between the first electrode and
the at least one chargeable particle, h is a distance between the
first and second electrodes, a is a radius of the conductive
core, b is a radius of the insulating shell, E is a magnitude of
an electric field generated between the first and second elec-
trodes, 0, denotes a charge density of the conductive core, 0,
denotes a charge density of the insulating shell, &, is a dielec-
tric constant of free space, K, is a dielectric constant of the
insulating shell, and k5 is a dielectric constant of a region
outside of the at least one chargeable particle and inside of the
chamber.

15. The electromagnetic wave generator of claim 1,
wherein the chamber comprises one of a cylinder and a
polygonal tube.

16. An electromagnetic wave generator array comprising a
plurality of electromagnetic wave generators of claim 1.

17. The electromagnetic wave generator array of claim 16,
wherein the plurality of electromagnetic wave generators is
arranged as a ring type array.

18. The electromagnetic wave generator array of claim 17,
further comprising an electromagnetic wave shielding film
disposed in the ring type array.

19. The electromagnetic wave generator array of claim 16,
wherein each of the plurality of electromagnetic wave gen-
erators operates in synchronization with each other electro-
magnetic wave generator of the plurality of electromagnetic
wave generators.

20. An optical shutter comprising:

a first electrode and a second electrode that faces the first

electrode;

at least one chargeable particle disposed between the first

electrode and the second electrode;

achamber disposed to surround the at least one chargeable

particle between the first electrode and the second elec-
trode; and

an opening formed in a center portion of the first electrode

so as to transmit light,

wherein the at least one chargeable particle moves between

the first electrode and the second electrode such that
incident light is alternately blocked and transmitted
based on a movement of the at least one chargeable
particle when at least one voltage is applied to each of
the first electrode and the second electrode.

21. The optical shutter of claim 20, wherein the first elec-
trode comprises an opaque conductive material, and the sec-
ond electrode comprises a transparent conductive material.

22. The optical shutter of claim 20, wherein a radius of the
opening is shorter than a radius of the at least one chargeable
particle.

23. The optical shutter of claim 20, further comprising a
transparent window arranged to fill in the opening.

24. The optical shutter of claim 20, wherein the first elec-
trode has a concave surface such that the at least one charge-
able particle is mountable on the opening.
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25. The optical shutter of claim 20, wherein an inner wall of
the chamber is coated with a reflective material.

26. The optical shutter of claim 20, wherein the chamber
comprises a reflective material.

27. The optical shutter of claim 20, wherein the chamber
comprises an insulating material such that the first electrode
is electrically insulated from the second electrode.

28. The optical shutter of claim 20, wherein the opening
has one of a circular shape and a polygonal shape.

29. An optical shutter array comprising a plurality of opti-
cal shutters of claim 20.

30. The optical shutter array of claim 29, wherein the
plurality of optical shutters is arranged in a matrix array
having columns and rows.

31. The optical shutter array of claim 29, wherein each
optical shutter of the plurality of optical shutters shares a
common second electrode, and each of the plurality of optical
shutters has a separate respective first electrode.

32. The optical shutter array of claim 31, further compris-
ing an opaque insulator disposed between the respective first
electrodes of each of the plurality of optical shutters.

33. An optical shutter comprising:

a first electrode and a second electrode that faces the first

electrode;

at least one chargeable particle disposed between the first

electrode and the second electrode; and

a chamber disposed to surround the at least one chargeable

particle between the first electrode and the second elec-
trode,

wherein each of the first and second electrodes comprises a

transparent conductive material formed as a flat plate, an
inner wall of the chamber has a reflectivity, and an inten-
sity of propagating light is adjustable by controlling an
application of a voltage to each of the first and second
electrodes so as to control a frequency of an electromag-
netic wave generated by a movement of the at least one
chargeable particle between the first and second elec-
trodes arising from the application of voltage.

34. The optical shutter of claim 33, wherein the chamber
comprises a reflective metal, and the optical shutter further
comprises a first insulating material disposed between the
chamber and the first electrode and a second insulating mate-
rial disposed between the chamber and the second electrode.

35. The optical shutter of claim 33, wherein the chamber
comprises one of a reflective dielectric material and a reflec-
tive coating layer formed on an inner wall of the chamber.

36. The optical shutter of claim 33, wherein a surface ofthe
at least one chargeable particle has a reflectivity.

37. The optical shutter of claim 33, further comprising a
transparent first substrate on which the first electrode is dis-
posed and a transparent second substrate on which the second
electrode is disposed.

38. The optical shutter of claim 37, further comprising a
color filter disposed on the second substrate.

39. The optical shutter of claim 33, further comprising a
color filter disposed on the second electrode.

40. The optical shutter of claim 33, wherein the inner wall
of'the chamber is formed as a paraboloid surface.
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